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ARDEX K 60 Arditex Self-Leveling Underlayment

ARDEX K 60 Arditex | Leveler
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ARDEX K 60
ARDITEX

Rapid Setting Latex Smoothing
and Leveling Compound

Composé de lissage et de nivelle
4 base de latex 2 prise rapide

Compuesto de latex de fraguadd @)
rapido para nivelacion y alisado dml['X
ARDEX K 60°

ARDITEX
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ORDER UNIT VARIANT / FINISH
bag Standard

PRODUCT DETAILS

BRAND COMPRESSIVE STRENGTH
ARDEX 3,500 psi at 28 days
PRODUCT TYPE STANDARDS

Self-leveling underlayment ASTM C1708; IMO FTP Code Parts 2 and 5

COVERAGE

21 sq. ft. per bag at 1/4 in.; 42 sq. ft. at 1/8 in.; up to
84 sq. ft. at 1/16 in.

MIXING RATIO
1 gal K 60 latex liquid per 35 Ib bag; no water

FLOW TIME
About 10 minutes

TIME TO FOOT TRAFFIC
2-3 hours

PACKAGING
35 Ib bag (liquid sold separately, 1 gal)
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APPLICATIONS
Interior only

Confirm suitability, finish and installation requirements before ordering.
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