
PRODUCT SPECIFICATION
JF-11333

ARDEX FlexBone Floor Heating Cable, 120 V
ARDEX FlexBone Heat Cable  |  Heat cable

ORDER UNIT
each

VARIANT / FINISH
12 options · see the product page

PRODUCT DETAILS
BRAND
ARDEX

PRODUCT TYPE
Floor heating cable

VOLTAGE
120 V

COVERAGE
15 sq. ft. · 39.6 lin. ft.; 22 sq. ft. · 57.94 lin. ft.; more on
the product page
MODEL NUMBERS
ARDEX UH 910-15 through UH 910-151 (120 V)

WATTAGE
150 W (15 sq. ft. cable) to 1,679 W (150.5 sq. ft. cable)

LISTING
UL Listed U.S. and Canada (UL-E497630)

CABLE CONSTRUCTION
FEP insulation, heat resistant to 401°F (205°C), with
aluminum tubing
CONNECTION
Factory hot/cold junction built into the cable; must sit
under the floor covering
COMPATIBLE WITH
ARDEX FLEXBONE HEAT membrane; more on the
product page
INSTALLATION
Indoors only; do not cut, cross or overlap cables; more
on the product page
MINIMUM INSTALLATION TEMPERATURE
32°F (0°C)

Confirm suitability, finish and installation requirements before ordering.
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